
 

L e t  K a y line  S e rv ic e  A ll  Y our   
B uild ing Ma inte na nc e  P roduc t  R e quire m e nts ! 

 
Industrial Cleaners � Disinfectants � Deodorizers � Floor Finishes � 
Housekeeping Cleaners � Hand Soaps � Insecticides � Weed Killers � 
Sewer & Drain Maintenance � Winter Products � Water Treatment �  
Roofing, Driveway, Flooring � Long Life Light Bulbs � Incandescent � 
Fluorescent � Decorative � Mercury Vapor � Metal Halide � High 
Pressure Sodium � Quartz Halogen � Compact Fluorescents � Energy 
Saving Conversions � Ballasts � Specialty Lamps  

Emulsifier
Solvent 

Degreaser 

COLD PARTS 
DEGREASER

K77

SUPER CONCENTRATED 
EMULSIFIER AND DEGREASER 

Solvent degreaser. 
Motor and Parts Cleaner 
Engine blocks, transmissions, locomotives, truck 
bodies, small parts, tools. 
Removes cosmoline and undercoating overspray
from automotive surfaces. 

EASY TO APPLY WITH MOP, 
SPRAY, SOAK TANK OR OTHER 

SUITABLE METHOD 

Formulated with a wetting agent to improve 
solvent penetration into soil and an emulsifier to 
flush cleaned surface with water. 

NON-CAUSTIC
NON-ACID

NEUTRAL pH 

Safe on painted surfaces. 
Surface flushes clean with water using hose or 
pressure washer. 
May be used on concrete floors, masonry walls, 
metal parts.

DESCRIPTION 
A low toxicity solvent type cleaner for oily and greasy soils from solvent resistant surfaces. Formulated with a wetting 
agent to improve solvent penetration into soil and an emulsifier to flush cleaned surface with water. The diluted
product has a neutral pH which is easy on hands and safe on most painted surfaces. 

APPLICATION 
Solvent dilutes grease or oil holding soil and emulsifier renders the system water soluble thus releasing the solvent, oil 
or grease, and soil from the surface. Removes grease and oil from engine blocks, transmissions, truck bodies, small 
parts, tools and concrete floors. Removes Cosmo line and undercoat overspray from automotive surfaces. 

DIRECTIONS FOR USE 
CONCENTRATED CLEANER AND DEGREASER may be sprayed or wiped onto surface or used in a dip tank. Allow 
the product to loosen the built up dirt. Agitation or scrubbing will increase effectiveness and speed cleaning time. A 
simple hosing down with water will emulsify the grease, dirt, and solvent and wash them away. 
FOR EXTREMELY HEAVY APPLICATIONS: Use full strength or dilute with 2 or 3 parts kerosene or other solvents.  
FOR NORMAL APPLICATIONS: Dilute with 4 to 5 parts kerosene or other solvents. TO REDUCE FIRE HAZARD: 
This product may be diluted with 1 to 3 parts water. This dilution should be agitated with an open airline to prevent 
separation.  
FOR RUST PREVENTION: Spray or wipe a light film of full strength product onto previously cleaned surfaces. 

SPECIFICATIONS 
Packaged: ……………………………………………………..…..Drums, 5- gallon pails 
Appearance: …………………………………………………...….Clear liquid
Fragrance: …………………………………………………….…..Characteristic 
pH: ……………………………………………………………….…6.00
Flash point: ………………………………………………….…….143°F. Combustible
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